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ASKING THE RIGHT QUESTIONS 
ABOUT FOUNDRY DUST COLLECTION

by Lee Morgan, Camfil Air Pollution Control

Finding the best solution to foundry dust collection challenges related to melt pots/pouring, sand 
shakeout, sand reclaim and grinding can be a complex process. To complicate the issue, some of the 
technologies traditionally used to clean up dust and fumes in these applications – wet scrubbers, 
industrial baghouses, or pleated down flow-style baghouses – can be extremely costly and/or prone to 
performance problems. 

Choosing the best dust collection system for a foundry application involves several areas of investiga-
tion. By reviewing the following topics with a knowledgeable equipment supplier and knowing the right 
questions to ask, foundry operators will be better equipped to make informed decisions on dust collec-
tion and to focus on productivity, not problems.

1.  Will the dust collector comply with emission requirements?

Foundry professionals today must deal with an increasingly complex alphabet soup of regulations as 
the EPA, OSHA and other organizations continue to tighten air quality and safety requirements. Meet-
ing these requirements should be first and foremost in any dust collection game plan. Failure to comply 
may result in fines, production shutdowns or costly litigation.    

OSHA has established permis-
sible exposure limits (PEL) for 
hundreds of dusts ranging from 
nonspecific or “nuisance” dust 
to highly toxic substances. These 
limits are based on 8-hour 
time weighted average (TWA) 
exposure. Further informa-
tion on PELs can be found at 
https://www.osha.gov/dsg/
annotated-pels/tablez-1.html.  
Many foundry dusts are hazard-
ous and require dust collectors 
equipped with very high effi-
ciency filtration media to meet 
emission requirements. Pleated 
bag-style collectors (also known 
as cartridge collectors), which 
combine high efficiency filtration 
with compact size and reduced 
pressure drop, will in most cases 

A high efficiency pleated bag-style (cartridge) dust collector is used 
to handle foundry sand containing lead and other metals.

https://www.osha.gov/dsg/annotated-pels/tablez-1.html
https://www.osha.gov/dsg/annotated-pels/tablez-1.html
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be the system of choice. 
Where toxic materials such as lead and silica 
are involved, after-filters – sometimes called 
safety monitoring filters – are added to 
create a virtually zero-emissions system. A 
safety monitoring filter system is a required 
component in recirculating dust collection 
systems that recycle air downstream of the 
collector when filtering hazardous or toxic 
dusts. In these applications, the system 
should be equipped with HEPA filters rated 
to remove a minimum of 99.97 percent of 
airborne particles of 0.3 micron in diameter 
and larger.

Ductwork and a transition section are usu-
ally required to connect this secondary filter 
module to the dust collection system. For 
some HEPA filter applications, integrated 
designs are available in which the safety filter 
is mounted on top of the collector so that no 
additional floor space is required.  

A cartridge dust collector with safety moni-
toring system where required is an effective 
way to contain dusts and fumes generated 
from furnaces, conveyor transfer points, en-
closures from vibrating conveyors, shot blasting equipment, grinding of castings and other processes.

How do you know if your dust collector will comply with emission thresholds? The equipment supplier 
should provide a written guarantee stating the maximum emissions rate for the equipment over an 
8-hour TWA.  Filter efficiency stated as a percentage is not an acceptable substitute, even if the supplier 
promises 99.9 percent efficiency. OSHA only cares that the quantified amount of dust in the air is below 
established limits.

While OSHA guidelines must be met, it is also good practice to follow the guidelines published by the 
American Conference of Governmental Industrial Hygienists (ACGIH). The guidelines in this manual are 
sometimes a little tighter than those OSHA has adopted.

2.  Do I have a combustible dust issue?

Combustible dust explosions have made the headlines many times in recent years. As a result, OSHA 
and the National Fire Protection Association (NFPA) have been implementing more stringent require-
ments applications involving explosive dusts. Examples include processes that generate aluminum dust, 
or in which oil content becomes mixed with recycled dust. 

A safety monitoring filter system (see at the top of the 
collector) is a required component in recirculating dust 
collection systems that recycle air downstream of the 
collector when filtering hazardous or toxic dusts.
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The explosive power of a dust is denoted as “Kst”, the 
rate of pressure rise. Figure 1 compares the Kst values 
of a number of common dusts. For a much more com-
prehensive compendium, go to http://staubex.ifa.dguv.
de/explosuche.aspx?lang=e. This web site contains a 
European database known as “GESTIS-DUST-EX” that 
lists the combustion and explosion characteristics of 
more than 4,000 dusts. The database provides a useful 
reference point, although it is not a substitute for the 
required dust testing. 

To determine whether your particular dust is combus-
tible, it must undergo explosibility testing in accordance 
with ASTM test methods. Under the new directives, any 
dust with a Kst value >0 is considered to be potentially 
explosive.  This is significant because, to ensure compli-
ance, many plants now have to update their dust collec-
tors with explosion venting or suppression equipment 
that is manufactured in accordance with the latest NFPA 
standards. 

3.  Will my collector fix the problem? 

Though compliance is a major issue, it is not the only issue. 
What else is the dust collector expected to do? Perhaps it 
must reclaim valuable product, accommodate changes or 
expansions in the plant, or solve a performance problem 
experienced with an older dust collection system.  
A good way to pinpoint objectives is by using a site survey 
form available from most equipment suppliers. This form 
typically calls for information on the process and the mate-
rial to be collected, operating hours and conditions, electrical 
requirements, airflow and pressure ratings, and other specif-
ics of the application. The survey will also call for detailed 
information on the physical properties of the dust.

Even if the dust is a common type, something in the process 
may cause it to behave differently. Therefore, dust should 
always be tested, preferably using a sample collected from 
used filters. What are the median size and particle distribu-
tion of the dust? Is it in the shape of long fibers, uniform 
spheres or jagged crystals? Is it combustible? Is it sticky or 
hygroscopic? These are just some of the characteristics that 
can be determined through a series of bench tests available 

This dust collector explosion vent is 
manuactured in accordance with the 
latest NFPA standards to protect against 
combustible dust hazards.

Common Dusts                     Micron       Kst Value

Activated Carbon    18   44
Aluminum Grit    41   100
Aluminum Powder    22   400
Asphalt     29   117
Barley Grain Dust    51   240
Brown Coal     41   123
Charcoal     29   117
Cotton     44   24
Magnesium     28   508
Methyl Cellulose    37   209
Milk Powder     165   90
Paper Tissue Dust    54   52
Pectin      59   162
Polyurethane     3   156
Rice Starch     18   190
Silicon     10   126
Soap      65   111
Soy Bean Flour    20   110
Sulphur        20    151
Tobacco     49   12
Toner         23    145
Wood Dust        43    102

Kst Values of Common Dusts

Figure 1. Kst values of common dusts

http://staubex.ifa.dguv.de/explosuche.aspx?lang=e
http://staubex.ifa.dguv.de/explosuche.aspx?lang=e
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from independent laboratories and many equipment suppliers. This is different from the combustibility 
testing described above.

A site survey coupled with lab testing is the best approach for determining the dust collector’s required 
filtration efficiency and pressure drop across the filter media and, from this, what type of collector de-
sign and media will be most effective for the application.

4.  Will it perform reliably?

Dust collection equipment can often be a maintenance headache, but this need not be the case. Reli-
ability problems typically stem from neglecting or misunderstanding details about the unit’s perfor-
mance during the initial selection process or when changes are made in the foundry. By following the 
steps above, you can help to ensure more reliable performance from your dust collector.

Although the site survey and lab analysis typically provide enough data, in some cases you may opt to 
commission full-scale dust collection testing. Full-scale testing typically requires a large (55-gallon) dust 
sample that is run through a full-size dust collector on a test rig in a simulation of real-life operating 
conditions. Dust particle size, pressure drop and other parameters can be precisely monitored and real-
time emissions monitoring can be performed. Full-scale testing is usually limited to analysis of difficult 
or hard-to-handle dusts, or applications where emissions control requirements are particularly strin-
gent.

When selecting equipment, it also helps to be aware of design and technological improvements that 
can enhance reliability and performance. Examples include:
 
Horizontal vs. vertical cartridge mounting: Some pleated bags or cartridges are mounted on their 
sides. For heavy dust loading applications, the problem with horizontal mounting is that the dust does 
not get cleaned off the top of the filter, causing the dust to blind at least one third of the filter. 

 
Also, because the incoming heavy dust is dumped 
on top of the filters, there is no pre-separation of 
large or abrasive particles from the air stream. This 
situation can shorten filter life or, in spark-gener-
ating applications, pose a fire hazard because any 
spark entering the collector will come into direct 
contact with filter cartridges.

An antidote to this problem is a system using verti-
cally mounted cartridges for heavy dust loading 
situations. The best designs incorporate a high, 
side entry inlet with a series of staggered baffles 
that distribute the air and also separate out larger 
particles, dropping them straight into the hop-
per. This reduces the load on the filters and helps 
eliminate problems encountered with horizontal 
mounting.

In heavy dust loading applications, horizontally 
mounted filters are subject to uneven dust load-
ing, leading to shorter filter life and potential fire 
or explosion hazards.
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Advances in pleat spacing: Most dust collection cartridges use 
tightly packed media configurations. Though they offer high 
efficiency, much of the media surface area is unavailable for 
filtering, allowing dust to remain trapped within the filter even 
after pulse cleaning.

A recently introduced pleating technology makes use of hot 
melt separators that open up the full length of the pleat, al-
lowing the entire depth of the pleat to be utilized. This design 
thereby allows significantly higher air flows per sq. foot of 
media than what has been achieved in the past. 

Because virtually all the media surface is exposed to the air 
stream, the filter holds more dust between cleaning pulses. 
The open, breathable design also results in significantly lower 
pressure drop as well as improved dust release characteristics 
during pulse cleaning, using fewer pulses, and therefore less 
energy. 

5.  Is the collector optimally equipped for safety?

While the most basic function of a dust collector is to keep workers and workplaces safer, not all collec-
tors are created equal from a safety standpoint. As noted above, vertically mounted cartridge systems 
offer inherent safety advantages over horizontally mounted cartridges for heavy dust loading applica-

tions. Here are some additional features to consider as 
you work with your equipment supplier:

OSHA-compliant railed safety platforms and caged 
ladders can prevent slips and falls when workers ac-
cess the collector for service. Lock-out/tag-out doors 
prevent injury caused by inadvertent opening of doors 
during a pulsing cycle and/or exposure to hazardous 
dust. Ease of filter change-out should be explored. Are 
the filter cartridges positioned for ease of access? Do 
they slide in and out of the housing readily? Pulling 
out a dirty overhead filter that weighs 100 pounds can 
result in neck, back and foot injuries, so make sure the 
collector you choose is service-friendly.

6.  Will it provide the best possible return on invest-
ment (ROI)?

Where feasible, the best way to maximize return on 
investment (ROI) is through use of a recirculating dust 
collection system equipped with a HEPA safety moni-

The open-pleated design of this filter 
results in significantly lower pressure 
drop as well as improved dust release 
characteristics during pulse cleaning.

Cartridge dust collector equipped with an 
OSHA-compliant safety platform
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toring filter as described above. By recycling heated 
or cooled air back through the foundry, the cost to 
replace that conditioned air is eliminated. Annual 
energy savings can be in the five- to six-figure range, 
with a payback anywhere from 1-3 years.

By containing the air indoors, you can deal with 
OSHA and avoid time-consuming EPA permitting. 
Where hazardous gases are generated, however, a 
recirculating system cannot be used.

Finally, it is not initial cost but total cost of owner-
ship that counts. What will it cost to operate and 
maintain the unit and replace the filters? How much 
compressed air will the collector use? Does the 
system incorporate “green” features such as variable 
frequency drives and premium efficiency fan motors 
that will reduce energy costs and may be eligible for utility rebates or incentives?  Can it save on other 
resources, such as the water required with wet scrubbers? A reputable equipment supplier can project 
these costs mathematically and help analyze the best ways to improve ROI and get the most out of dust 
collector performance – again allowing you to focus on productivity, not problems.
  

#  #  #

About the author:

Lee Morgan has 20 years of experience in the dust collection industry encompassing virtually every 
aspect of applications, equipment design and development, marketing, sales, and customer service. 
He is the Research Subcommittee Chairman of ASHRAE TC 5.4, Industrial Process Air Cleaning. 

Camfil APC is a global manufacturer of dust and fume collection equipment and is part of Camfil, the 
largest air filter manufacturer in the world. For further information, contact (800) 479-6801 or (870) 
933-8048, e-mail filterman@camfilapc.com, or visit www.camfilapc.com.

© Copyright 2017 Camfil APC 

Special features such as this premium efficiency 
fan motor can reduce energy costs and save on  
total cost of dust collector ownership.
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